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How to open the transmission

- To open the transmission, remove the nut and both flanges of the
pulley, as well as the 7 screws.

- Unstick both cases by inserting 2 slotted screwdrivers in the intended slots.
- Cut the glue with an utility knife while levering with the screwdrivers.
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Input shaft kit

Note:
-Pulley nut torque: 3.7 Ibf-ft
-Screw torque: 1.6 |bf-ft

-Bevel gear nut torque: 2.21bf-ft
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Item Qty Tlc:lilo SI-:l- Designation
1 1 130-3201 42811 Nut
2 2 130-2326 33123 Flange
3 1 130-2300 GT15756 Input shaft kit
4 1 130-2302 43607 Screw
5 1 130-2310 35130 Bevel gear
6 1 130-2303 42828 Nut
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Item Qty
7 1
8 1
9 1
4 2
10 1
11 1
12 1
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Speed selector kit
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Toro
PN

130-2306
130-2304
130-2327
130-2302
130-2331
130-2332
130-2321

GT
PN

15757
42324
33228
43607
34922
11011
02130

Note:

-Fork screw torque: 1,6 Ibf-ft

Designation

Selector axle
E-clip
Fork

Screw

Indexing lever

Indexing pin

Spring
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Item Qty

13
14
15
16
17
18
19
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Intermediate shaft kit

Toro
PN

130-2318
130-2311
130-2307
130-2312
130-2313
130-2314
130-2319

GT
PN

44467
35147
12825
35126
35125
35124
44469

Designation

Bearing
Conic gear
Intermediate shaft
Z17 gear
Z15 gear
Z14 gear

Bearing
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Speed gears kit
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Item Qty T:LO g; Designation
20 2 130-2328 31511 Speed spindle
21 1 130-2322 36082 Spring
22 1 130-2329 30219 Speed ring
23 1 130-2315 35129 Z22 gear
24 1 130-2316 35128 Z25 gear
25 1 130-2317 35127 Z32 gear
26 1 130-2330 30704 Gear hub
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Short output shaft kit
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Item Qty T:LO Ifl-\ll- Designation
27 1 130-2333 34553 Bushing
28 1 130-2325 30204 Seal
29 1 130-9708 44448 Bearing
30 1 130-2611 120035 Short Shaft
31 2 133-2616 33746 Pin
32 1 133-2615 36098 Spring
33 1 133-2614 31512 Key
34 1 133-2617 31017 Long pin cover
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Long output shaft kit

Item Qty T:;‘o Ifl-\ll- Designation
27 1 130-2333 34553 Bushing
28 1 130-2325 30204 Seal
29 1 130-9708 44448 Bearing
35 1 130-2612 120036 Long Shaft
31 2 133-2616 33746 Pin
32 1 133-2615 36098 Spring
33 1 133-2614 31512 Key
36 1 133-2618 31018 Short pin cover
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Cases kit

Note:
-Lightly lubricate the seal and
its location in the upper case.

Item Qty T:':IO g'.: Designation
36 2 130-2324 30203 Seal
37 1 130-2336 00415 Upper case
38 1 130-2337 00416 Lower case
4 7 130-2302 43607 Screw
39 1 130-2338 43901 Technical mastic
40 1 130-2339 42706 Grease
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Closing the transmission

- Install all internal components in the lower case before filling the 2,80z of semi-
liquid grease.

- Make sure that both cases are clean, dry and completely grease free before
applying the glue.

- Don’t forget to apply glue in the bushing housing of the lower case before
installing the output shafts.

- 7 case screws torque: 1.6 |bf-ft
- Pulley nut torque: 3.7 Ibf-ft

A

Pulley nut o

Cases screw

- 6h curing are necessary before re-using the transmission.

General Transmissions recommends to change both cases, the output
shaft bushings and seals when the transmission must be opened.
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Notes
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After Sales Service contact : Freddy Brosset
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